trouble meeting your phosphorus limit

Maybe the causes are...

High DO + nitrates Low influent carbon Nutrients in return
in the RAS streams
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and lead to...

Excess chemical use High effluent P
Increased sludge Elevated costs Unprotected Permit violations
production waterways e

EnviroMix has a solution for you!

When struggling with biological phosphorus removal, it is important to
consider the impacts of different processes and choose a holistic approach

that integrates solutions that work together.
AEROBIC DIGESTER ”

BioCycle-D Optimized Aerobic Digestion Process
provides effective VS destruction and facilitates
nutrient removal and sequestration,
minimizing N & P in the return stream.

AERATION BASIN

GNAERORICSERERIUR FlexZone Adaptive Process Volume System
BioMix-DC Enhanced Anaerobic Mixing transforms automatically adjusts the bioreactor in
an anaerobic selector into an intensified real-tlmgtq improve carbon managen]ent
fermentation tank, generating carbon needed for and optimize nutrient removal, reducing
biological phosphorus removal. DO and nitrates in the RAS.

CHANNELS

BioMix Compressed Gas Mixing in channel
applications protects the integrity of the
anaerobic selector, providing complete mixing
with proven negligible oxygen transfer.

Contact sales@enviro-mix.com to discuss how
to optimize your activated sludge process.
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https://enviro-mix.com/technology-services/flexzone/

